3/4” CHAMFER ON TOP EDGES

CLASS |l AGGREGATE

BATTERH

_
1” CLASS I

SHEET DRAIN BOARD LENGTH AND HEIGHT WALL

MEDIUM WEIGHT NON—-WOVEN FILTER FABRIC AT
BACKFILL/SOIL INTERFACE

NO. 2 BACKFILL

WALL HEIGHT

4" PIPE FOR WEEP HOLES SPACED 8" 0O.C.

EMBEDMENT mm_ AT PR 8” HDPE DUAL WALL PERFORATED SOCK PIPE

) /%A REBAR 4’ 0O.C. SET 2’ INTO WALL

AND 2’ INTO FOOTER AND GROUND
1" — —1' MAX. BATTER

_ WALL BASE— AS REQUIRED TO HOLD FORMS

H = 3—0” TO LESS THAN 5'—0" (VERTICAL)
EMBEDMENT H = 5—0” TO LESS THAN 10'—0" (12:1)
H = 10'—0" TO LESS THAN 12'-0" (6:1)
1. MINIMUM EMBEDMENT VALUE FOR FIRM EARTH IS 2'-0".
2. CASE Il REQUIRES AN EMBEDMENT OF 1/4 H FOR A WALL OVER 8. m_>m||_mu__._ 0" TO LESS THAN §'—0" (12:1)
3. FOR FOOTER SET ON ROCK 1/2 FOOTER DEPTH WILL BE SET IN ROCK. H — 50" To LESS THAN 12—0" (1)

WALLS TERMINATE INTO HILLSIDE WINGED OR AT 90" ANGLE
USE WITH AML 30-50-2

CONCRETE GRAVITY WALL (AML 30-50-1) o DAL 132016




